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Technical feaTures

mechanical feaTures 

references

DescripTion

• Outdoor clock (IP55) with analogue display.
• Hour-Minute-Second display.
• LED backlight
•  The clocks have been designed in partnership with the design office of the French

railways.
•  Models: serial ½ minute receiver with or without servo controlled second hand,

24V minute receiver and IRIG-B/AFNOR coded time receiver.

sTanDarDs

• Standard EN 50082-1: electromagnetic compatibility.
• Standard EN 55022 class B:  Infor ma tion Tech nol ogy Equip ment– Radio dis tur bance

char ac ter is tics.
• Standard EN 60950: Information Technology Equipment - Safety.

Diameter Weight consumption

Profil TGV 950 50 cm 8 kg 12 W

Profil TGV 970 70 cm 14 kg 15 W

profil TGV 970

Back view profil TGV

Double-sided profil TGV 970
hinged opening

profil TGV 950/970

profil TGV 950

• construction......................................... Black reinforced thermoformed polyurethane casing.
• Glass...................................................... « Securit » glass or shockproof polycarbonate protective crystal.
•	clock colors........................................... - Black casing RAL9005.

- Hands and marking: yellow RAL1016.
- background of the dial: grey RAL7015.

•	power supply......................................... 230V 50Hz ±10%.
•	operating temperature.......................... -25°C to +70°C.
•	protection index.................................... IP 53
•	mechanical impact resistance.............. IK 08

TGV 950 TGV 970
931  684 931  664 AFNOR receiver
931  689 931  669 ½ minute serial receiver

13 14 91         admin@simplextime.com.au

Non-contractual document.© 2019, Bod et SA. All rights reserved. 
Exclusively available from



PROFIL TGV 950/970

>> www.bodet-time.com <<

Ré
f.:

 6
43

23
1C

 0
4/

17

Dimensions in mm

moVemenTs anD synchronisaTion

•	iriG-B/afnor coded time receiver
The coded time distribution consists in transmitting a complete time message every second: the setting on time of the
receivers is realised automatically and immediately after connection to the clock line.
The IRIG-B/AFNOR coded time does not transmit interference and is insensitive to other electrical interference.
•	receiver 1/2 minute serial impulses
The receiver clocks are connected to a distribution line and activated by means of electrical impulses transmitted every
½ minute by the master clock.
•	servo controlled second hand
On the Profil TGV 950/970, the second hand is servo controlled which means that it is driven by a motor different than the one
of the movement. The synchronisation of the second hand is done at each minute change.

supporTs of clocKs

•	931  691........................ uDisc for telescopic hanging bracket SF/DF (950)
•	931  692........................ wTelescopic hanging bracket for disc mounting u(950)
•	931  604........................ vSingle-sided wall mounting disc (970)
wHanging bracket for single-sided or double-sided mounting (970)
•	931  670........................ Length 30 cm
•	931  671........................ Length 40 cm
•	931  672........................ Length 50 cm
•	931  673........................ Length 70 cm

profil TGV 950 profil TGV 970
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950/970

profil TGV
950/970 hanging
bracket for 
single-sided or 
double-sided 
mounting.

Ref.: u
Ref.: v Ref.: w
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